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ONE OUTDOOR UNIT
MULTIPLE INDOOR UNITS

MULTI
CONNECT



MULTI CONNECT
With this multi-split solution, you get maximum fl exibility.
One outdoor unit can be connected to several diff erent types of 
indoor units, allowing you to tailor heating or cooling to your exact 
needs throughout the home – with individual temperature control in 
each room. Choose from 4 types of indoor units, as long as the total 
capacity is respected.

Andersen Electric: 
• AE 26
• AE 35 
• AE 53
• AE 70
• Ceiling Cassette 35
• Ceiling Cassette 53

ELL: 
• ELL Front 
• ELL Front Boost
• ELL Solid

Multi Connect is compatible with:
Up to 3

 connections

Up to 4
 connections

ELL Front,  ELL Front Boost

ELL Solid

Cailing Cassette 35, 53

AE 26, 35, 53, 70



ONE OUTDOOR UNIT,  
MULTIPLE INDOOR UNITS

Multi Connect Outdoor
1 drive 3

Indoor unit 
Wall

Indoor unit 
Floor

Indoor unit 
Ceiling

Multi Connect Outdoor
1 drive 4

Indoor unit 
Wall

Indoor unit 
Wall

Indoor unit 
Floor

Indoor unit 
Ceiling

Multi Connect  1 drive 3
Allows the combination of 3 indoor unit types.  

Ideal for smaller homes or targeted temperature 
control in specific rooms.

Multi Connect  1 drive 4
Combine up to 4 indoor units. Perfect for larger 

homes, vacation houses or office spaces where 
function and design go hand in hand.

MULTI CONNECT 1 DRIVE 3 AE Wall-Split Ceiling Cassette ELL Front / Boost ELL Solid

Heating capacity Nom. (min. – max.) (kW) 8.21 (2.2 ~ 8.5) 7.91 (2.34 ~ 8.79) 8.21 (1.61 ~ 8.35) 8.21 (2.11 ~ 8.47)

SCOP/SEER 4.1/6.5 4.1/6.3 4.1/7.5 4.0/6.7

Energy class (heating/cooling) A+/A++ A+/A++ A+/A++ A+/A++

Cooling capacity Nom. (min. – max.) (kW) 7.91 (2.99 ~ 8.5) 7.91 (1.91 ~ 8.5) 7.91 (2.64 ~ 8.44) 7.91 (3.08 ~ 8.91)

Dimensions (W x D x H) 890 x 342 x 673 mm

MULTI CONNECT  1 DRIVE 4 AE Wall-Split Ceiling Cassette ELL Front / Boost ELL Solid

Heating capacity Nom. (min. – max.) (kW) 10.55 (2.34 ~ 11.14) 10.55 (2.34 ~ 11.14) 10.55 (3.19 ~ 12.13) 10.55 (3.28 ~ 11.96)

SCOP/SEER 4.0/6.5 3.9/61. 4.0/6.7 4.0/6.7

Energy class (heating/cooling) A+/A++ A/A++ A+/A++ A+/A++

Cooling capacity Nom. (min. – max.) (kW) 10.55 (2.05 ~ 10.55) 10.32 (2.05 ~ 10.55) 10.55 (2.87 ~ 12.98) 10.55 (3.08 ~ 11,2)

Dimensions (W x D x H) 946 x 41 0x 810 mm

Example of a 
combination



Sa
lte

ba
kk

en
 2

9,
 D

K-
99

00
 F

re
de

rik
sh

av
n,

 w
w

w
.kl

im
ab

ra
nd

s.d
k 

/ 
07

-2
02

5 
/ 

Su
bj

ec
t t

o 
pr

in
tin

g 
er

ro
rs

Learn more about the MULTI CONNECT series here: 

klimabrands.dk/andersenelectric

MULTI CONNECT 1-DRIVE-3	 ITEM NO. 101153            EAN 5714652003153

MULTI CONNECT 1-DRIVE-4	 ITEM NO. 101154            EAN 5714652003160


