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SPECIFICATIONS Wall-Split Ceiling Cassette ELL Front ELL Solid

Heating capacity Nom. (min. - max.) (kW) 10.55 (2.34 ~ 11.14) 10.55 (2.34 ~ 11.14) 10.55 (3.19 ~ 12.13) 10.55 (3.28 ~ 11.96)

Power supply voltage 220-240V ~ /50Hz/1P 220-240V ~ /50Hz/1P 220-240V ~ /50Hz/1P 220-240V ~ /50Hz/1P

SCOP/SEER 4.0/6.5 3.9/61. 4.0/6.7 4.0/6.7

Energy class (heating/cooling) A+/A++ A/A++ A+/A++ A+/A++

Heating operates down to -15 -15 -15 -15

Cooling capacity Nom. (min. - max.) (kW) 10.55 (2.05 ~ 10.55) 10.32 (2.05 ~ 10.55) 10.55 (2.87 ~ 12.98) 10.55 (3.08 ~ 11,2)

Max current (heating) (A) 18.2 18.2 16.63 17

Max current (cooling) (A) 20.12 19.5 20.05 19

Power consumption (heating) (W) 2880 (781-3978) 3200 (781-3978) 2843 (580-3795) 2844 (550-3850)

Power consumption (cooling) (W) 3517 (733-4396) 3520 (733-4396) 3266 (174-4566) 3266 (230-4285)

Cable (power supply) 3G 4.0 mm2 3G 4.0 mm2 3G 4.0 mm2 3G 4.0 mm2

Cable (signal) 5G 1,5 mm2 4G 1,5 mm2 5G 1,5 mm2 4G 1,5 mm2

Indoor temperature range 
(cooling/heating)

16 ~ 32°C /0~ 30°C 16 ~ 32°C /0~ 30°C 16 ~ 32°C /0~ 30°C 16 ~ 32°C /0~ 30°C

Outdoor temperature range 
(cooling/heating)

-15 ~ 50°C /-15~24°C -15 ~ 50°C /-15~24°C -15 ~ 50°C /-15~24°C -15 ~ 50°C /-15~24°C

Refrigerant type R32 R32 R32 R32

Refrigerant amount (beyond 30 m) 12 g/m 12 g/m 12 g/m 12 g/m

Pipe dimension (liquid) 4 x 1/4” (6,35 mm) 4 x 1/4” (6,35 mm) 4 x 1/4” (6,35 mm) 4 x 1/4” (6,35 mm)

Pipe dimension (gas)
3x3/8” 

(9,52mm)+1x1/2” 
(12,7mm) 

3x3/8” 
(9,52mm)+1x1/2” 

(12,7mm) 

3x3/8” 
(9,52mm)+1x1/2” 

(12,7mm) 

3x3/8” 
(9,52mm)+1x1/2” 

(12,7mm) 

Max total pipe length (m) 80 80 80 80

Max height di� erence outdoor/indoor (m) 15 15 15 15

Air� ow (L/M/H m3/h) 416/309/230 500/460/400 700/515/425 650/580/490

Pdesign (heating/cooling) (kW) 9.2 / 10.5 8.4 / 10.3 8.5 / 10.5 8.2 / 10.5

Max pipe length per indoor unit (m) 35 35 35 35

Max height di� erence between indoor units 
(m) 10 10 10 10

MULTI CONNECT OUTDOOR 1-DRIVE-4 ITEM NO. 1101154          EAN  5714652003160

This outdoor unit is used together with 4 indoor units, which are 
placed in 4 di� erent rooms and controlled individually.

Which indoor units you can combine with the outdoor unit 
depends on the total cooling capacity of the indoor units.
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Dimensions  (WxDxH) 946x410x810

Packaging (WxDxH) 1090x500x885

Net weight / Gross weight Kg 68.8/75.6


