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MATPRO @ BLACKINDOOR:  ITEMNO. 101238

8-degree
function

EAN 5714652003245

MATPRO 9 OUTDOCR: ITEMNO. 10122 EAN 5714652002781
MATPRO 9 BLACKKOMPLET:  ITEMNO. 101240 EAN 5714652003269
EPRELID 2364535

ANDERSEN ELECTRIC

SPECIFICATIONS

Heating capacity Nom. (min. —max.)

3.86(1.0~4.9) kW

Supply voltage 220-240V~/50Hz/1P
SCOP/SEER 47 /85
Energy class (heating/cooling) A ) A
Heating operates down to -25°C

Cooling capacity Nom. (min. —max.)

352(10-4.6) kKW

Amperes (heating)

40(15-100) A

Amperes (cooling)

48(15-92) A

Power consumption (heating)

096 (0.29-1.72) kW

Power consumption (cooling)

1.05 (0.29-1.50) kW

Cable (power)

3G1.5mm?

Cable (signal)

4G1.5mm?

Temperature range indoors (cooling/
heating)

17 ~32°C /0~ 30°C

Temperature range outdoors (cooling/
heating)

-15~53°C/-25~30°C

Refrigerant type R32
Refrigerant amount (Up to 5 meters pipe) 0.60kg
Pipe dimension (liquid) 6.35mm (1/4)
Pipe dimension (gas) 9.52mm (3/8)
Max. pipe length 25m
Max. height diifference 10m
Airvolume L/M/H 420/ 570/ 680m3/h
Dehumidification capacity 36 (Liters/24 hours)
Fan speeds 7
Protection class (indoor/outdoor) IPXO / IPX4
Pdesign (heating/cooling) 25/35

MAT PRO 9 INDOOR

Sound pressure level at 1meter A1 AB(A)
Lowest soundlevel 190B
Dimensions (W xHx D) 820x 306 x195mm
Netweight 9kg
Package dimensions (W x D x H) 890x380x265 mm
Gross weight kg

MAT PRO 9 OUTDOOR

Sound pressure level at 1meter 53 AB(A)
Dimensions (W xHx D) 810x 549 x 305mm
Net weight 24kg
Package dimensions (W x D x H) 835x575x328 mm
Gross weight 26kg

OVERVIEW OF RECOMMENDED ROOM SIZES

Housingstandard ~ Heatloss (W/m2)** fi;?nrzgee?n?;?
BRO8/BR18 33 77
BR95 45 56
BR82 55 46

Theroomsize isindicative. Itis calculated based on heat loss/heat demand; desired indoor

temperature of 20°C and ‘normal’ celling height. ** Heat loss is indlicative
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